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Parquet Dance Floor
INSTRUCTION MANUAL

A Step by Step Guide on Assembling Your Floor

Thank you for purchasing Grumpy Joes Parquet Dance Floor System.
Please read carefully through all the provided material before laying your floor.
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PARQUEANCE FLQARING INSTRUCTIONS

LAYING FIRST ROW OF PANELS

Start at the top left hand corner position by placing a full panel with the 3 end lugs pointing
to the left. Then lay a second panel with the two end lugs pointing to the right. Add the next
panel and so on for the size of floor length required.

FITTING EDGING

After completing the first row, fit the edging along the length. The edging lays in the same
way as the floor panels (See diagram 1; page 2) and acts as a "“straight edge” ensuring each

row is square and flush as it is laid.

The top row of edging should mirror the second row of panels, to
stagger the joints and support the panel corners.

The edging row starts with a half edge (1.5ft long) then 2 full (3ft
long) edges, and finishes with a half edge.
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PARQUEANCE FLQARING INSTRUCTIO

Half length (highlighted in red) and full length edges (highlighted in green) are supplied so
the panel joints and the edging joints never coincide i.e. they follow the same brickwork
pattern. Each floor will require 2 left corner edging pieces and 2 right corner edging pieces
(highlighted in blue) which always go along the row ends.

It may be helpful to have someone apply some weight to the first
row when connecting the edging and when creating the second
row to stop the floor sliding.

HOW TO FIT PANELS OR EDGING

Hold the panel or edging at an angle as in diagram 1 below and push so the lugs slide
under the panel. Lower the panel or edging whilst continuing the push, the lugs will
connect the panels or edging and should sit flush with each other.

DO NOT FORCE THE PANELS or EDGING DOWN - simply adjust until they fit.

Continue to lay the row or edging in this manner. When connecting the floor panels
together, use as many full panels as required for the size of the floor, be aware, the floor
design can end in a half panel. The edging will be supplied to meet your floor size and will
be a mixture of full and half lengths as well as the corners.

Diagram 1:
Connecting the floor panels
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PARQUEANCE FLQARING INSTRUCTIO

LAYING SECOND ROW OF PANELS

With the three end lugs pointing to the left as you look at the floor begin the second row
with a half panel. Next lay full panels along the row; you should now have three end lugs
pointing to the right from the second panel onwards. End the row with another half panel if
required. Continue to lay alternate rows in this manner for the size of the floor.

LAYING THIRD ROW OF PANELS AND REMAINING FLOOR

Continue to lay the floor to the size required using full panels and half panels.
The 3“row is laid in the same order as the 1¢'.

The 4™ row is laid in the same order as the 2" row, and so on.

This forms the brickwork pattern which cannot split apart in use.

A finished floor should have lugs on all the edges. Once you have laid the desired floor size,
finish laying the edging on the remaining floor sides.
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PARQUEANCE FLBGOROR DESIGN

At Grumpy Joes we suggest when designing the floor and deciding how many panels you

want, you always start with the long-side first. For example a 9ft x 12ft floor, you design it to
a 12ft x 9ft as shown below.

This way fewer panels are required, therefore there are less joints. This means that there is
less to store and the floor is quicker to lay.

Example recommended design planning:
12ft

oft 12ft

11 Full panels M
2 half panels

10 Full panels
4 half panels

Example floor with edging:

12ft

B Corner
I Half Edge
- Full Edge

12ft
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PARQUEANCE FLAMWPONENTS LIST

Component List (Working on the “long- | EGcKcINIGGEGE
'/ ' /| |

Grumpy JoesRéddistered in England: N&ketis@sad Office: Grumpy Joes Ltd, Loughborough Road, East Leake, Leics,



